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28 DISTRIBUTOR 


LUBRICATION 
CONTENTS PAGE 6-, 7-, and 8-level codes. The section is also 
reissued to bring other information generally 
jv GENERALS ca sevivineecniranswssane 1 up to date. 
2. PARTS TO BE LUBRICATED........ 2 1.03 The lubricants to be used and their meth- 
ods of application are those given in the 
BaS@i SCANS. oisacns a ebie Orns eee ewes 7 general lubrication section. The lubrication 
Cam shaft and clutch assembly.......-. 6 symbols .used_inthis section. are. the same-as- 
Clutch and gear assemblies —rear... 3,4 those given in the general section, except that 
Clutch trip magnet mechanism....... 5 in this section the symbol O is used to mean 
-CYuatch-trip-magnet- mechanism — only one drop of oil. The- symbol 02 is used to’ 
PISHU SIGS wie wes sippeme det ewwea tad Sans 3,4 specify two drops of oil. 
Contact lever and cam sleeve 
AS SOMTOIOS sso eis aap ereiese Risin Slate ote te te 2,3 1.04 Lubrication of the distributor before it is 
Contact lever assembly ............. 6 placed in service should be governed by 
the instructions given in the section covering 
1. GENERAL the preparation of teletypewriter apparatus for 


1.01 This section contains the detailed lubri- 

cation procedures for the 28 distributor 
unit. This section and the general lubrication 
section give the complete information for lubri- 
cating the unit. 


1.02 This section is reissued to add the spe- 

cific lubrication procedures for the 28 
distributor designed to operate at 60, 75, and 
100 words per minute with provisions to accept 


installation. After a few weeks in operation, 
the unit should ordinarily be relubricated to 
make sure that all the specified points have re- 
ceived lubricant. Thereafter, because of the 
varying conditions at each station, the distri- 
butor should be lubricated as often as specified 
by localinstructions, Thefollowingis suggested 
asa guide for use under normaloperating condi- 
tions: Lubricate the distributor every 500 hours 
of operation or every six months, whichever 
occurs first. 
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2. PARTS TO BE LUBRICATED 


2.01 28 Distributor ~— Front 


Note: Where a unit has a cam sleeve assembly with an oil hole, lubri- 
cate the felt wick of the main shaft by applying oil through the oil hole. 
Where a unit has a cam sleeve assembly without an oil hole, remove 
the main shaft and apply oil to the felt wick. 
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AND CAMSLEEVE 
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Fy 
¢ 
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2.02 Contact Lever and Cam Sleeve Assemblies - Rear 


FELT OILERS (6) CAM ASSEMBLY 


OIL CUP CLUTCH AND CAM SHAFT 


BEARING SURFACES(7) CONTACT LEVERS (7) 


COILS COMPRESSION SPRING 
COILS 


2.03 28 Distributor - Rear 


CLUTCH AND GEAR 
ASSEMBLIES 


—— CLUTCH TRIP 
~ MAGNET 
_ MECHANISM 
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2.04 Clutch and Gear Assemblies - Rear 


G TEETH 


AOS 


F OIL CUP 
SAT FELT WICK 
G STOP SURFACE 


onl 


SAT FELT OILERS (4) 


NN 


NURUERARARARR 


Wh 


WL LLL 


k 
\ 


0 COILS 


G TEETH 


2.05 Clutch Trip-magnet Mechanism - Right Side 


SAT FELT OILER 
SAT FELT OILERS (2) 


0 HOOKS~-EACH 


| 


| 
| 


GEAR 


CLUTCH AND CAMSHAFT 
CLUTCH 


CLUTCH TRIP LEVER 


CLUTCH TRIP SHAFT 


COMPRESSION SPRING 


GEAR 


G CAMMING SURFACE CLUTCH CAM DISK 
CAMMING SURFACE RESET CAM DISK 


RESET ROLLER 
ARMATURE BAIL SHAFT 


0 HOOKS-EACH END SPRING 


END SPRING 


0 LATCHING SURFACE ARMATURE BAIL 


0 HOOKS-EACH END ~ SPRING 
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2.06 Clutch Trip-magnet Mechanism 


SAT 


SAT 


1@) 


FELT WICK 


HOOKS - EACH END 


FELT OILER 


HOOKS = EACH END 


TRIP LEVER SHAFT 


SPRING 


SPRING 


SPRING 


SAT 


ISS 2, SECTION 573-131-701 


FELT OILERS 


CAM SURFACE 
STOP SURFACE 
STOP SURFACE 


ARMATURE HINGE 


HOOKS - EACH END 
SPRING 


CLUTCH DISK 
CLUTCH LATCH LEVER 
CLUTCH TRIP LEVER 
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2.07 Contact Lever Assembly 


— 


(SS G PIVOT POINTS (8) 


G PIVOT POINTS (8) 


ce) HOOKS - EACH END (8) SPRING 


DISTRIBUTOR BLOCK 


CAM FOLLOWER 


G PIVOT POINTS (8) DISTRIBUTOR BLOCK 

oO HOOKS = EACH END (8) SPRING 

aoe 

ae 

a ee 
O02 BEARING SURFACES (8) CONTACT LEVER 
oO HOOKS - EACH END (8) COMPRESSION SPRING 
2.08 Cam Shaft and Clutch Assembly 
O4 INTERNAL MECHANISM CLUTCH 


SAT FELT OILERS (9) 
O4 OIL HOLES (2) 


2 CAMS (11) CAM SHAFT 
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CAM ASSEMBLY 
CAM SHAFT 
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2.09 Base Gears 


G GEAR TEETH BASE GEARS 
~ (4 GEARS) 


O2 OILITE BEARINGS (4) 
(OIL EACH SIDE OF BEARINGS) 


BASE BEARINGS 
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